
UNDERSIDE SLAB RESTORATION
SCALE : NTS

TOPSIDE SLAB RESTORATION
SCALE : NTS

FULL DEPTH SLAB REPLACEMENT
SCALE : NTS

REPAIR AT VERTICAL SURFACES
SCALE : NTS

EXISTING CONCRETE COLUMN OR WALL
SOUND CONCRETE

SAWCUT EDGES 12" DEEP TO PREVENT
FEATHERING AT PATCH EDGES

EXISTING CONCRETE STRUCTURE

SANDBLAST REINFORCING TO NEAR
WHITE METAL CONDITION BEFORE
PLACING NEW CONCRETE

3
4" MIN ALL AROUND BAR, TYP

REMOVE UNSOUND CONCRETE
AND REPLACE w/ NEW CONCRETE
PER SPECIFICATIONS

4"±

EXISTING CONCRETE SLAB
6"
±

CHIP VERTICAL EDGES SQUARE
REMOVE UNSOUND CONCRETE AND
REPLACE w/ NEW CONCRETE PER
SPECIFICATIONS

HYDRO BLAST OR MILL 2 12" DEEP

SANDBLAST BOTTOM REINFORCING
TO NEAR WHITE METAL CONDITION
BEFORE PLACING NEW CONCRETE

PRIMER "SCRUB COAT"

SHORE AND FORM AS REQUIRED

NOTE:  REINFORCING SHOWN FOR
REFERENCE ONLY. LOCATION AND
SPACING TO BE FIELD VERIFIED

NOTE:  REMOVAL OF CONCRETE BELOW SUPPORT BARS IS
REQUIRED BY SPECIFICATION. ADDITIONAL PAYMENT FOR
DEEPER REMOVAL IN THESE AREAS IS PERMITTED.

(HYDRO-DEMOLITION
OR MILLING)

6"
±

3"
-5

"

HYDRO BLAST OR MILL 2 12" DEEP
CHIP VERTICAL EDGES SQUARE OR
UNDERCUT SLIGHTLY

REMOVE UNSOUND CONCRETE AND REPLACE
w/ NEW CONCRETE PER SPECIFICATIONS.
CONCRETE PATCH AND OVERLAY ARE TO BE
PLACED MONOLITHICALLY
PRIMER "SCRUB COAT"

SOUND CONCRETE
3

4" MIN ALL AROUND BAR, TYP

ADDED STUB BARS FOR SUPPORT OF
REINFORCING MAT AS NEEDED

REPLACE ALL EXPOSED TOP STEEL PER
SPECIFICATIONS

1"
-3
"±

SOUND CONCRETE

SANDBLAST REINFORCING TO NEAR
WHITE CONDITION BEFORE
PLACING NEW CONCRETE

REMOVE UNSOUND CONCRETE AND
REPLACE w/ NEW CONCRETE AS
SPECIFIED

SAWCUT VERTICAL EDGES 12"
DEEP TO PREVENT FEATHERING
AT PATCH EDGES

PRIMER "SCRUB COAT"

EXPANSION JOINT REPLACEMENT
SCALE : NTS

SAWCUT AROUND EXISTING EXPANSION
JOINT UNTIL SOUND CONCRETE IS FOUND

FIELD VERIFY DEPTH OF NOSING

BOTTOM SURFACE OF HYDRO-DEMOLITION OR MILLING

REPLACE ALL EXPOSED TOP STEEL PER
SPECIFICATIONS

ENGINEER TO FIELD VERIFY
UNDERSIDE OF EXPANSION JOINT IS
SOUND CONCRETE

1" OF NEW
CONCRETE

OVERLAY

1" CONCRETE COVER OVERLAY

JJE

PGB

JJE

2 - ADDENDUM NO. 2 8-11-14


